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Property Standard Units Values 

Viscosity 
(75 °F) 

ASTM C881 

cP 100 - 150 

Gel Time 
(75 °F) 

Minutes 25 - 40 

Absorption ASTM D570 % 0.72 

Tensile Strength 

(60 °F) 
ASTM D638 

psi 

≥ 5,000 

Tensile Elongation 

(60 °F) 
≥ 5.0 

Shear Bond Strength 
(2 day - Hardened) to Hardened) 

ASTM C882 

≥ 1,200 

Shear Bond Strength 
(14 day- Hardened to Hardened) 

≥ 1,500 

Shear Bond Strength 
(14 day - Hardened) to Plastic) 

≥ 1,200 

Linear Shrinkage 
(48 hr) 

ASTM D2566 % 0.0001 

Heat Deflection 
(7 day) 

ASTM D648 °F 125 

Compressive Yield Strength 
(7 day) 

ASTM D695 psi 

≥ 8,000 

Compressive Modulus 
(7 day) 

≥ 200,000 

Sand Penetration (Plastic) ODOT ---- 99.64 

1.  Product testing results based on representative lot(s). Average results will vary according to the tolerances of the given property. 
2.  Full cure time is listed above to obtain the given properties for each product characteristic. 
3.  Results may vary due to environmental factors such as temperature, moisture and type of substrate. 

 
 

 
 
 


